


OPERATION AND
FITTINGS

Monaframe Casement Windows are
eithe; I::-p-hullg or side I||,|r'|5_ Al
himges are fricticn stayed for
comvanience and ease of speratian
High security, casy clean (side hung
only) and buile-in restrictor oprions
are available. & full opening fire
escape side hung hinge is alsa

availahla

SECURITY AND
SAFETY

The Monaframe Cazement VWindow
System affers particular security and
safery related features,

The exrernally glazed suite includes
3 securicy glazing bead, and 3 scrow
fixed security glazing clip ean also
be ncluded

Opening sashes and fixed lights can
alsa be glazed and beaded internally.
These windows and assemblias can
ke fully installed from inside
bwildings, aveiding the use aof
scaffolding, allowing the assembly 1o
be fixed into position unglazed - and
making it carrespandingly easier and

safer to handle,

Casements have locking Conlespun
handles. A high-security option, the
Monalock™ system, includes a
locking cockspur which also throws
two shoot bolts into opposite frame
corners, These balts can be

deadlocked.

Monaframe Casement YWindows
ficred with the Monalack®, Saracen
and Roto |:n:|-c|ng systems have been
independently tested 1o the
technical requirements of B5 7950
“Enhanced Security of Yvindows".

ENVIRONMMENTAL
PERFORMAMNCE

Thermal Insulation and
Condensation Control

All relevant Monaframe Casement
Window aluminium secrions are
thermally broken using a hagh
scrength 2-part polyurethane resin
barrier berween internal and
extermal ¢ Dmponants, The use of
clesed-call foam infill in jambs and
heads of the outer frame enhances
the thermal insulation of the
window system

The absence of cold bridges inhibits
condensation formation on window
frames. All assemblies can neatly
incarporate trickle vents gach EIvVing
A000mm? of clear ventilation.

Weather Performance

The Monaframe Casement Windeow

Syaterm has been |nd¢F-;-nd|:n|;|;-
tested to BS 5348,

The system meets the Severe
Exposure Category 2000 demands
of BS 6375: Parc | and has achieved
the following:

Air Permeabilicy - 680 Fa
Warer Penewration - 300 Pa
Gust Deflection - 2000 Pa

Assemblies include high qualicy
regilient closing seals and gaskets

to ansure full weatherseripping

A flexible perimeter "Mlipper’ section
s available o provide a background
for mastic pointing and to
accammodate structural upcning

Warianons

(WU e LIV SFSWVIEE casement Window

APPEARANCE
Alumirium profiles are polyester
powder coaced o BS 64%6; 1991
Application, using the Syntha Pulvin
or Interpon processes, i3 stringently
qualiy contraolled. Full gloss white
(RAL 5910) and semi-gloss dark
brown (BS 08B29) are available as
standard.

Alvernatively, to order, profiles can
be supglied in a comprehensive
range of 389 RAL. B5 and merallic
calour gptions, including mac, sacin
or gloss finishes. Ancdised finishes
can abso be supplied

Please refer to sebarate Mongrch
publcations for further degails,

Caolour cands and samples ane gvaiahie

MAINTENANCE

At the time of inscallation the
Operacing ﬁl:Lu'lg.s. are thorouphly
cleaned and ||§h'r|}- ubricated with
vaseling, silicone lubricant or acid
free cil. We recommend thar this
action is repeaved an least annually
o ensure satsfactory operaton.

The finished appearance of
Monaframe Windows is easily

maintained through regular cleaning

SPECIFICATION

Sapa Building Syscems recommends
the uze of the Martional Building

SF eeheation, parts LI1-330
{Aluminium VWindows) and LI-710
{Frotection of Componencs).

l:.'u'f ||'.|I.||I|' F & ong -'III condimiral 5:,-'5!("11
development and we reserve the ripht
to incosparate design impravements
and changes. Al details were correct

at time of publicotion

Degailed advice, .'n::n:'kuf,: ariel
up-to=dare information, on ol systems
and products and their opplications,
is freely ovailable from:

JAN
L | 4

A PLUS

ALUMINIUM

Certificate No. FM 533422
A Plus Aluminium is a trading name of A Plus Windows and Doors Limited.
The accreditations shown above have been awarded to A Plus Windows & Doors Limited.

For more information about our products and services please call, fax or email and we will respond immediately.
A Plus Aluminium . Moor Park Industrial Centre . Tolpits Lane . Watford . Hertfordshire . WD18 9EZ
T:+44 01923 22 58 55 . F: +44 01923 25 61 06
E: enquiries@apluswindows.co.uk . W: www.apluswindows.co.uk

water  Group Company
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