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Elegance SC

Solar Control

Sapa Building System






Aero clip

With shading devices mounted externally,
the aesthetics of a system play a crucial
role as the visible profiles become a
focal point of the building envelope.
The flexible Aero clip system has been
developed to provide suited solutions for
all applications, with an emphasis on eye
catching design.

Not just good looking, the wing shaped
blades create an illusion of slenderness
when viewed from the ground, whilst at
the same time providing a large shaded
areas perpendicular to the intense
solar angles.

Three depths of blade together with a
complimentary bull-nose profile have
been engineered to span greater
distances between fixing points, which
reflects the increased module widths
demanded of today’s curtain wall.

The Aero clip system can be horizontally
projecting to create a canopy shade,
using a universal arm that is cantilevered
or supported.

Aero clip blades can be fitted beneath
the universal arm (1) to create a
continuous run of shading, or between
for a framed look (2).

The Aero clip system can be horizontally
parallel, either by directly fitting to the
mullion feature cap (3) to create a
continuous run of shading, or by fitting
between the mullion feature caps (4).

It can also be vertically parallel, either
by directly fitting to the transom feature
cap to create a continuous run of
shading, or by fitting between individual
transom feature caps.

Preparation of the system has been kept
simple with square cut joints and universal
fixings, whilst the clip method of assembly
means that installation quick, easy and
safe thanks to a security locking pin.



Side-arm

We have recognised that designers
require the freedom to create their own
shading configurations for both technical
and visual reasons. The Side-arm system
is a range of blade profiles that can be
used to create any shading configuration.

With blades ranging from 100 to 800mm,
frames or cassettes can be fabricated
using bespoke laser cut side arm plates
to capture the required arrangement,
with each blade connected to the side
arm using universal fixings.

The frames or cassettes can be
connected to the Elegance 52 curtain
wall using an engineered heavy duty fixing
bracket. Alternatively it can be connected
to the building structure via a steel stub,
provided by the main contractor in
accordance with details from their
structural engineer in relation to the
applicable loads for the particular
project requirements.

Right Product

The chart on the reverse page will help
you identify at a glance, which variant of
the Elegance SC system can be used
on your application, however finding the
right product for a specific project’s
requirement is where our Project
Consultants come into the picture.

Working with Sapa’s in-house Technical
Support team, our Project Consultants
can provide UK specifiers with critical,
specialist advice concerning the correct
application of products across a variety
of project types including maintenance
and safety.

1. Horizontally Parallel
2. Vertically Parallel
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For more information about our products and services please call, fax or email and
we will respond immediately.

A Plus Aluminium . Moor Park Industrial Centre . Tolpits Lane
WatfordHertfordshire . WD18 9EZ
T: +44 01923 22 58 55 . F: +44 01923 25 61 06

. v E: enquiries@apluswindows.co.uk
W: www.apluswindows.co.uk

A PLUS %))V c €

ALUMINIUM

Certificate No. FM 533422

A GWATER Group Company

A Plus Aluminium is a trading name of A Plus Windows and Doors Limited.
The accreditations shown above have been awarded to A Plus Windows & Doors Limited.
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Foetal acdrez e A lexandra Way, &s hchurch, Tewkesbury, Gloucestershire GL20 BNE
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